
SPECIFICATIONS:
Blade diameter 185mm
Maximum cutting capacity 63mm
No load speed 3 500 r/min
Continuous rating input 1 100W
Overall length 358mm
Net weight 5.1kg
Power supply cord 2.5m
Carbon brush AC303

FEATURES:
Double insulation

STANDARD EQUIPMENT:
Carbide tipped saw blade for mild steel cutting
Hex wrench
Safety goggles

OPTIONAL ACCESSORIES
Description Part No.
185mm diameter blade 36 teeth B-03931

1 100W

Inspection Window
For easy visual 
check of the 
amount of 
sawdust.

Quick-release dust box
For fast saw dust disposal 
and blade changes

Lock

Unlock

Plastic cover
For insulating the temperature of the aluminium 
dust box which stores hot metal saw dust

Plunge lever
To open the 
safety cover for 
easy approach 
to plunge cutting

Shaft lock
For easy blade changes

High temperature 
resistant motor
For heavy duty applications

Indicators
At sight line and 
blade point-of-entry 
for straight accurate cuts

METAL SHEET
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185 X 70T

A-85438
185 X 38T
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The service life of saw blades can be differ from the above result, depending on the working conditions.

* Cermet Tip Type  (Standard equipment) Exellent Good Fair Not Applicable

Ref : 4131


