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8 Cordless Chain Saw
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High Power & High Speed Chain

Efficiency equivalent to 30mL class engine chain saw
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Cutting power similar to
30mL class engine Chain S

High operating efficiency

Outer Rotor Brushless Motor direct-drive system

provides high operating efficiency.
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High operability

Chain brake and Variable speed trigger switch
provide high operability equivalent to engine

chain saw.

Soft grip

for non-skid operation

Lock-off lever

Variable speed Battery capacity Adjustable automatic
trigger switch warning lamp chain lubrication




Front-hand-guard-activated
chain brake
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EXTREME PROTECTION TECHNOLOGY
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TR BATTERIES AND

CHARGER NOT INCLUDED

- minimizes reduction in rotation speed under load, keeping

operation efficiency. DUC400ZB
- Lowers noise under no load. 400 mm
Metal chain catcher Tool-less saw chain tension adjustment (et it iy DY 00Z 0]
Chain Pitch / Chain Gauge 9.5mm (3/8")/1.1/1.3mm
Extendable lever Chain Speed 0- 1,200 m/min
. . . . Chain Oil Tank Volume 200 mL
1. allows for: - Ea.5|er saw chalp tightening Soind Precsurelevel 87.7 dB(A)
« Higher tightening torque Sound Power Level 100.4 dB(A)
2. can be quickly retracted at any angle. g"_b'“”"_" Le‘{’f’ — Cutting Wood: 5.3 m/s*
3. reduces the area projecting from Sprocket cover. imensions (XWX S R
L. Net weight DUC400Z: BL1815N: 4.9 kg BL1860B: 5.4kg
Chain oil level Dial for easier saw chain

window tension adjustment
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@,‘ Variable Speed _&J Automatic Oiling

EE Brake % Chain Brake

,/\\ Constant Speed @] Soft Start

Items of standard equipment and specifications may vary by country or area.
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