Satisfy Professional's Needs

HP330DWE Cordless Impact Driver Drill
V/;7:7/dk 414 & MR051 Cordless Radio COMBO
L THIUM;JON/

INCLUDES:
HP330DWE Impact
Driver Drill,

2 x1.3Ah 10.8V
Li-lon Batteries,

1 x Charger, Holster,
MR051 Radio
and Carry Bag

Extra Lightweight Comfort




Y20/ THIUM:JONJ
|

10mm (3/8")
Single-sleeve
keyless chuck

18 Torque Settings

Holster %

Variable speed control
by trigger

LED job light with
pre-glow function

-

Cordless Hammer Driver Drill HP330DWE 10mm

Battery BL1013
10.8V Li-ion battery

1.3Ah @‘ Variable Speed _@J Keyless Chuck Capacity
Charger DC10WA !@ LG @ Torque Setting 18 Impacts per minute
Q] Reversing -:c:>:- Built-in Job Light No load speed (r/min)

{Q Mechanical 2-Speed ﬁ Supplied in Carry Bag Max. fastening torque
Dimensions (L x W x H)

Net Weight*

approx. 50 minutes
charging time é

Compact design for
high portability

*weight according to EPTA-Procedure 01/2003

. 2

Rotating sky hook convenient to hang the radio
on scaffolding pipe, etc.

With 2-speed gear selection

Reverse switch operable
by one hand

e———— Ergonomically designed
handle with rubberized
soft grip

Steel : 10mm

Wood : 21mm
Masonry : 8mm

Hi: 0-22,500

Lo :0-6,000

Hi: 0-1,500

Lo:0-400

Hard/ Soft: 24/ 12N.m
201x53x183mm

1.1kg

Items of standard equipment and specifications may vary by country or area.

]

—————— 169mm ———

Rechargeable Battery Cordless Radio

2.5

1.0W

AM / FM :522-1620kHz / 87.5-108 MHz
169x83x74mm

0.4%g

- Quick manual tuning by turning station selection dial
- Earphone jack for private listening
- Dual front speakers for stereo sound

- Strap hole for optional strap. Continuous use (hours)
- AUX-IN jack allows for connection to personal audio players. i::;:::i;w::::tput

- Push-button operated AM/FM digital tuner Dimensions (L x W x H)
- Antenna system: Net Weight*

AM: Built-in ferrite bar antenna
FM: High-performance telescopic antenna

*Weight according to EPTA-Procedure 01/2003
Items of standard equipment and specifications may vary by country or area.



