
HM1203C
21mm SDS-Max Shank Chipper 1,510W

SPECIFICATIONS:
Blows per minute 950 - 1 900
Continuous rating input 1,510W
Overall dimensions
 L x W x H 576 x 128 x 265mm
Net weight 9.7kg
Power supply cord 5m
Carbon brush CB175
Joule rating 25.5 Joules

FEATURES:
Double insulation, SDS Max shank, variable speed, 
constant speed, soft start & carry case

STANDARD EQUIPMENT:
Bull point, bit grease & side handle

OPTIONAL ACCESSORIES:
Description Effective Length Part No.

Bull point  350mm A-80787

Bull point 450mm A-80793

Cold chisel 350mm A-80802

Cold chisel 450mm A-80818

Scaling chisel 50 x 400mm A-80824

Tile scaling chisel 50 x 300mm A-80830

SDS Max Shank (to be used with rammer bit) A-19897

Rammer bit for tamping operations (use with SDS Max shank) A-19875

MAKITA ADVANTAGE
! High performance - superior to competitors’ equivalent models.
! Increased repairability with simplified wiring and bit holding mechanism.
! High durability achieved by redesigning key components. 

12 bit angle settings Easy-to-operate 
slide switch

Rubberized soft grip
provides more comfort 
and control

Long size carbon brush
for extended service life
1.5 times longer than that
of HM1202C

SDS-Max shank
Adapted for SDS-Max bits.

One-touch sliding chuck
for easy bit changes.

Electronic with:
- Variable speed control by dial
- LED Service light indicates when  carbon 
     brush requires replacement
- LED Power light that indicates electrical
     circuit  problem
- Soft start for suppressing start-up reaction
- Constant speed control

D-shaped handle
swivels 360° to your desired position
8 different settings (back and forth).


